EPA EAD Toxic Weighting Factors for FGD Wastewater Analytes

Analyte Toxic Weighting Factor (TWF)
Aluminum 0.064691216
Ammonia 0.001349398
Antimony 0.01225
Arsenic 4.041333333
Barium 0.001990757
Beryllium 1.056603774
Biochemical Oxygen Demand N/A
Boron 0.008341667
Cadmium 23.1168
Calcium 0.000028
Chemical Oxygen Demand N/A
Chloride 2.43478E-05
Chromium 0.075696709
Chromium (VI) 0.516557576
Cobalt 0.114285714
Copper 0.634822222
Cyanide, Total 1.116923077
Iron 0.0056
Lead 2.24
Magnesium 0.000865533
Manganese 0.07043299
Mercury 117.1180233
Molybdenum 0.201438849
Nickel 0.108914308
Nitrate Nitrite as N 0.0032
Nitrogen, Kjeldahl N/A
Phosphorus, Total N/A
Selenium 1.121344
Silver 16.47072824
Sodium 5.4902E-06
Sulfate 0.0000056
Thallium 1.027058824
Tin 0.301075269
Titanium 0.029319372
Total Dissolved Solids N/A
Total Suspended Solids N/A
Vanadium 0.035
Zinc 0.046886




